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The Company and the Product 



TILE-TEX Features 



The Company 

The Corporation has, for many years, been engaged solely 
in the manufacture of asphalt floor tile and accessories. The 
personnel represents many years of successful experience 
in blending and adapting asphalts. 

The Company enjoys a strong financial position and 
offers back of the product a responsibility upon which the 
architect and his client can confidently depend. References: 
Dun & Bradstreet, Inc., Chicago, Illinois, and City National 
Bank & Trust Company of Chicago. 

Description 

Tile-Tex is composed entirely of inert materials. The major 
ingredients are natural asphalt and other bitumens of high- 
est melt point and quality, asbestos fibers and pure mineral 
pigments; these are combined with the necessary blending 
agents. All raw materials are under complete and com- 
petent laboratory control. The knowledge and experience 
necessary to produce successfully a uniform product are 
available. 

Manufacturing 

A well equipped factory operates twenty-four hours per 
day to meet demand and maintain adequate stocks. Re- 
serve production facilities are provided for emergency 
periods, insuring prompt shipping and installation service. 
The ingredients are thoroughly amalgamated through the 
medium of heat and pressure and in sheet form are cal- 
endered to a uniform thickness. These sheets are cut by 
a special process to accurate, rectangular tile with sharp, 
clean edges. 

Installation Facilities 

Tile-Tex is installed by competent, approved resilient floor 
contractors located at strategic points throughout the coun- 
try, aided by the supervision of experienced factory repre- 
sentatives. 

Factory representatives are available for localized archi- 
tectural service. 

Tile Thickness 

Tile-Tex is made in three standard thicknesses — Vo, ra, 
and l A in. Special thicknesses will be made to order, 
provided such orders are of sufficient size to warrant their 
production. 

Tile Styles 

Tile-Tex is furnished in the following shapes and sizes: 

Standard sizes— 6x12 in., 6x18 in., 9x9 in., 9x18 in,, 9x27 in., 
12x12 in., 12x24 in., 18x18 in., 18x24 in. 

Special sizes — 3x3 in., 3x6 in., 4x4 in., 4V , 2x4 1 /2 in., 4x12 in., 
6x6 in., and No. 87 hexagonal (6 in. on a side). 

Feature Strips — Cut to order in multiples of Vz in. from V2 
to 3 in. 

Colors 

Tile-Tex offers a complete color range of over sixty plain 
and marbleized effects. See color charts on pages 4 and S 
and design suggestions on pages 6 and 7. 



1. Resilience and foot comfort — Tile-Tex is ideally suited for 
use where quiet is desired. Its resilience is enduring be- 
cause no oxidation or hardening is possible. It is extremely 
comfortable under foot, and a boon to those who must 
stand all day long. 

2. Durability under severe service — Tile-Tex floors were first 
laid seventeen years ago. Original installations are still 
giving good service and will continue to do so for a long 
time to come. In schools, stores, lobbies and corridors 
where traffic is severe Tile-Tex will perform admirably. 

3. Moisture-resistant — Tile-Tex, resistant to moisture, can be 
laid at or below grade on sound concrete floors that have 
not been waterproofed for dampness. Defective concrete 
sub-floors are not satisfactory as a base for Tile-Tex. 

4. Stain- and scar-resistant — Ink, iodine and other sources of 
stain have no detrimental effect on Tile-Tex Floor Tile. 
Burning matches or lighted cigarettes leave no permanent 
scar. 

5. A safe, non-slip surface — Unlike other types of tile, Tile- 
Tex is non-slip, even when wet. It provides a safe, sure 
footing, and for this reason is widely specified for use in 
schools, stores, offices, and corridors. 

6. Highly fire-resistant — Tests by Columbia University, New 
York City, show Tile-Tex to be substantially incombustible. 
Compared with other types of resilient floor tile it ranks 
highest as a fire-resistant. 

7. An efficient electrical insulator — Tile-Tex is also an elec- 
trical insulator, having exceptional dielectric strength. 

3. Easy to maintain — Since the surface of Tile-Tex is so smooth 
and closely textured it does not originate dust- — -mainte- 
nance is simple and inexpensive. An occasional mopping 
with mild soap and water is sufficient. Where a wax sur- 
face is desired, we recommend the use of Tile-Tex Water 
Wax. 

9. Colors permanent — Tile-Tex color and beauty are perma- 
nently embedded in each tile. 

10. Harmonious color effects— The many color combinations 
possible with sixty-two plain and marbleized effects make 
it easy to satisfy every taste. Harmony with every color 
scheme is available. When planning your floor make it 
beautiful with Tile-Tex. 

1 1 . New, improved flexibility — Tile-Tex is now manufactured 
sufficiently flexible for successful application on good wood 
sub-floors as well as on cement sub-floors. It molds itself 
to uneven surfaces without fracturing or straining the tile. 

12. Rigid standards of quality — Tile-Tex is made up to a stand- 
ard — not down to a price. 
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Specification Data 



1. Material — shall be Tile-Tex as manufactured 
by The Tile-Tex Company, Chicago Heights, 
Illinois. Where special lines of Tile-Tex floor- 
ing are required, specify as follows: 

(a) For areas subject to grease and food abuse, 
specify "Greaseproof Tile-Tex" — (available 
in all Group C colors). 

(b) Where wood sub-floors or slightly uneven 
sub-floors are to receive Tile-Tex, specify 
"Flexible Tile-Tex" — (available in all Group 
C and Group D colors). 

(c) Where mortar-joint effect is desired, specify 
"Borderjoint Tile-Tex" — (information sent on 
request). 

(d) Where acid-resisting floors are required, 
specify colors to be selected from Groups 
A and B — (see color charts on pages 4 
and 5). 

2. Scope — all areas so indicated in schedule of 
floors or on plans and details. 

3. Foundations (sub-floors) — 

(a) Over double wood floors. 

These wood floors shall be smooth and 
sound and top floor composed of strip wood 
flooring, not wider than 3", tongue-and- 
grooved and sanded smooth, nailed tight 
and free from any springiness. Wood floors 
shall be subject to approval of the Tile- 
Tex contractor before application of Tile- 
Tex. Installation of Tile-Tex shall be made 
in strict accordance with the directions of 
The Tile-Tex Company, and shall include 
the application of Tile-Tex Felt before ap- 
plication of tile. (Specify Flexible Tile-Tex 
in 3/16" or Va" thicknesses for use over 
wood sub-floors.) 

(b) Over single wood floors. 

Install Vz" to W thickness of Tile-Tex 
Asphalt Floorcote in strict accordance with 
directions of The Tile-Tex Company. Tile- 
Tex Asphalt Floorcote shall be applied 
over expanded metal lath or suitable wire 
mesh reinforcement nailed to the wood 
sub-floor. 

(c) Over cement sub-floors. 

Cement sub-floors shall be steel troweled 
to a smooth finish and free from irregu- 
larities, holes, scale, and in all ways suit- 
able to receive Tile-Tex. The cement sub- 
floor shall be subject to the approval of the 
Tile-Tex contractor before application of 
Tile-Tex. Installation of Tile-Tex over ce- 



ment sub-floors shall be made in strict ac- 
cordance with the directions of The Tile- 
Tex Company. 

NOTE: Where cement sub-floors are at 
grade or below grade, cement sub-floors 
shall be primed with Tile-Tex Primer No. 70 
before application of tile, 
(d) Over Gypsum Plank or unfinished con- 
crete slab. 

The Tile-Tex contractor shall install %" to 
1" thickness of Tile-Tex Asphalt Floorcote 
in strict accordance with the directions of 
The Tile-Tex Company. Responsibility for 
the smoothness and levelness of the Tile- 
Tex Asphalt Floorcote shall rest upon the 
Tile-Tex contractor. 

4. Thickness, Color and Designs. 

All Tile-Tex shall be (Va"), (3/16"), or [Va") 
in thickness. All Tile-Tex shall be (Marble- 
ized) or (Plain) and laid according to the 
schedule and designs for Tile-Tex floors 
as found in these specifications. 

5. Bases. 

(a) Where Cove Base is desired, use the fol- 
lowing specifications: 

In all areas where Tile-Tex flooring is 
called for, Tile-Tex Molded Cove Base, 6" 
high, and/or Tile-Tex Set-On Cove Base, 
6" or 4" high, shall be installed in con- 
junction with the Tile-Tex flooring, in strict 
accordance with the directions of The Tile- 
Tex Company governing the installation 
of Cove Base. 

(b) Where Straight Base is desired, specify as 
follows: 

In all areas shown on plans or indicated 
in Base schedules, install E-Z-Flex Straight 
Base, 6", 5", or 4" high, in strict accord- 
ance with directions of The Tile-Tex Com- 
pany governing the installation of this type 
of Base. 

6. Installation. 

Installation of Tile-Tex flooring and/or 
Floorcote and/or Cove or Straight Base 
shall be made only by an authorized and 
approved Tile-Tex contractor. 

7. Guarantee. 

These floors shall be guaranteed jointly 
by The Tile-Tex Company and the Tile- 
Tex contractor against defects in workman- 
ship and materials for a period of one year 
from date of completion. 



NOTE: Copies of the Layers Handbook, published by The Tile-Tex Company, 
are available to all architects on request. 
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the price group in which this color falls. Group A colors are the most economical in cost, and the colors in 
Groups B, C and D in the order named cost somewhat more. 
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Design No. J37 

Field No. 746— No. 109 

Feature Strips No, 107— No. 10? 

Border No 107 



Tile-Tex has long pioneered the 
policy of offering to the public a 
great variety of sizes and colors in 
asphalt tile. This has made it pos- 
sible for architects, designers, and 
home owners to individualize to a 
high degree their floor installations 
of Tile-Tex. 

Tile-Tex will continue to pursue a 
policy of offering more and better 
colors and sizes for the benefit of 
those designing floors. 




Design No. 338 

Field No. 44— No. 55 

Border No. 21 





Design No. 339 

Field No. 202— No. 102 

Feature Strip No. 102 

Border No. 22 



Design No. 341 

Field No. 211— No. 101 I 

Feature Strip No. 101 

Border No. 21 




Design No. 340 

Field No. 729— No. 731 

Feature Strip No. 23 

Border No. 729 



Design No. 342 

Field No. 207— No. 713— No. 715 

Feature Strips No. 109 

Border No. 27 




Design No. 343 

Field No. 21— No. 711— No. 1010 

Border No. 21 
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Design No. 344 

Field No. 208 

Feature Strip No. 1 10 

Border No. 208 






Design No. 347 

Field No. 208— No. 745— No. 1015 

Feature Strip No. 1 10 

Border No. 28 



Design No. 346 

Field No. 741— No. 107— No. 109 

Border No. 107 



Design No. 34S 

Field No. 731— No. 23— No. 109 

Border No. 23 
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Design No. 349 

Field No. 714— No. 1001 

Feature Strip No, 21 

Border No. 101 



Design No. 348 

Field No. 708— No. 1013— No. 1 10 

Feature Strip No. 1 10 

Border No. 21 




Design No. 352 

Field No. 203— No. 711 

Border No. 51 



Design No. 351 

Field No. 207— No. 711— No. 731 — 

No. 745— No. 1015 

Feature Strip No. 110 

Border No. 2Y> 



Design No, 350 

Field No. 729— No. 103 

Feature Strip No. 103 

Border No. 28 



Since Tile-Tex is installed tile by tile 
and is manufactured in sixty-two col- 
ors and sixteen sizes, there is literally 
no end to the designs and patterns 
possible. 

On these two pages you will find six- 
teen suggestions for your guidance in 
selecting colors and designs. They are 
intended to give you some idea of the 
pattern possibilities and to illustrate 
some designs which have found wide- 
spread acceptance among the general 
public. 
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TILE-TEX Molded Bases 




ROUGH FLOORING ' I 

I 

T.&G. FINISH FLOORING NOT OVER | 

L W WIDE-SANDED SMOOTH ' 



TILETEX FELT AND ADHESIVE- 



: I I 

I 
Y%, W OR M' TILE-TEX FLOORING ' 




,;■ CONCRETE SLAB ■ 



;:•;. V CEMENT FINISH STEEL TROWELED 
•V: TO A SMOOTH FINISH — ' 



TILE-TEX ADHESIVE 

' }f,JiVOR «" TILE-TEX FLOORING 







ROUGH FLOORING 

EXPANDED METAL LATH OR 

WIRE MESH REINFORCEMENTS '- I 

TILE-TEX ADHESIVE ' I 

W OR H' TILE-TEX ASPHALT FLOOR- 
COTE ON ROUGH WOOD FLOORING OR 
X' TO I* FLOORCOTE OVER GYPSUM 
PLANK OR UNFINISHED CONCRETE SLAB. I 
NO REINFORCEMENT NEEDED IN LATTER | 
CASE 1 

H'. Ht' OR M' TILE-TEX FLOORING 



* — %' PLASTER 






CONCRETE SLAB 

V CEMENT FINISH STEEL 
TROWELED TO A SMOOTH FINISH - -' 



TILE-TEX ADHESIVE 

Vi, Mi OR M- TILE-TEX FLOORING 
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Tile-Tex Molded Bases are made in several varieties, both 
coved and straight. The cross-sections shown above give you 
the structural details necessary in deciding just what type of 
base is most appropriate for any specific project. 

Tile-Tex Molded Cove Bases are made in two specific types — 
one with a coved lip of different thicknesses to finish flush 
with Tile-Tex flooring, and the other, Tile-Tex Set-On Cove 
Base, which is made with a cove that is installed on top of the 
floor, with a bull-nose edge that flows into the flooring. The 
latter type is exceptionally economical to install. Tile-Tex 
Molded Cove Base with lip is available in one size only — 6" 
high, 3/16" wall thickness, with either Vb" or 3/16" lip. Tile- 
Tex Set-On Cove Base is available in 3/16" wall thickness, 
bull-nosed at the top, and in two heights — 6" and 4". 

E-Z-Flex Straight Base is an economical, extraordinarily flexi- 
ble base, with a bull-nose top. This base can be heated and 
formed around corners without resorting to miters. E-Z-Flex 
Straight Base is available in three sizes — 4", 5", and 6" 
height, all Vb" wall thickness. For specification data on Tile- 
Tex Bases, see page three. 
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TILE-TEX Has Ail- 
Around Adaptabilit; 

Only a versatile, adaptable floor 
could meet the performance require- 
ments of all three of the installations 
shown on this page. 

Whether the floor problem involved 
is color, durability, cost, or resist- 
ance to special abuses, Tile-Tex 
flooring is the answer. 
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As a showroom floor, Tile-Tex has lew 
equals. Above you see Tile-Tex in an attrac- 
tive design in a kitchen cabinet showroom. 
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Both practical and decorative is 
this entrance hall floor of Tile- 
Tex with its smart star insert. 
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The gay random-pattern Tile-Tex 
floor shown to the left adds greatly 
to the inviting air of this restaurant. 



Tile-Tex in Homes 

Tile-Tex fits the flooring requirements of practically 
every room in a home. The living room, laundry, kitchen, 
bath, and recreation room shown on this page illustrate 
the wide adaptability of this modern resilient flooring 
to residential areas. Housewives prefer Tile-Tex, not 
only because of its color and design but because of its 
closely textured, sanitary surface, which means extraor- 
dinary ease in maintenance. 
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Tile-Tex in Public Buildings 

For use in institutions of all types and office buildings 
as well, Tile-Tex has met the demand for long-wearing, 
easy-to-clean, attractive floors. The amazing thing about 
this modern asphalt-asbestos tile flooring is its extraor- 
dinarily low first cost, which makes it such a favorite 
among those that have to operate on limited budgets. 
In the church interior shown in full color below, note 
the attractive herringbone pattern with the aisle width 
insert in contrasting color and design. 
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